2011第二届高聚物分子表征高峰论坛
会议回执
	姓名
	工作单位
	通讯地址
	电话

	
	
	
	


注：请在6月15日前回复给会议秘书董海侠：donghaixia@iccas.ac.cn
――――――――――――――――――――――――――――――――――

2011第二届高聚物分子表征高峰论坛
会议摘要（模板）

（请在一页内，请在7月30日前提交）

激光表面散斑(ESPI)方法实时表征纤维复合材料界面的研究

谭帅霞，刘小芳，赵宁，徐坚

中国科学院化学研究所，北京 100190

材料的界面性质在材料科学中占有重要地位，也是影响物体工程应用的重要参量之一。应用表面散斑检测技术表征带缺陷的聚合物薄膜拉伸受载下的表面散斑干涉条纹变化；应用电子散斑观察和有限元分析相结合的方法探讨纤维增强复合材料的界面性能。

基于表面散斑的统计特性，搭建了一套电子散斑干涉系统,应用该系统检测聚合物薄膜存在单缺陷，双缺陷，三缺陷，四缺陷时拉伸加载下的位移变形场变化，不同的缺陷图案化变形场都在缺陷位置出现变形集中现象；并采用有限元方法对实验过程进行了模拟分析，结果显示有限元模拟与激光散斑观察吻合一致。该实验分析提供了一种全场检测材料中缺陷生长演化方法。
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Real-time Characterization of Interface Behaviors for Fiber-resin

Composite Based on Electronic Speckle Pattern Interferometry
Shuaixia Tan, Xiaofang Liu, Ning Zhao, Jian Xu
Institute of Chemistry, Chinese Academy of Sciences, P. R. China
Surface roughness is an important character for engineering application. Based on the optical scattering properties of surface roughness and its relative interferometric measured technique, in this dissertation, some research works about another three aspects have been done. The construct an electronic speckle pattern interferometry (ESPI) system and employ it to in situ follow the evolution of the defect fields on polymer films subjected to a uniaxial tensile. Apply the combined method of ESPI and finite element analysis (FEM) to investigate the interface properties of fiber-enhanced composite materials.
Keywords: Electronic speckle pattern interferometry; Interface structure; Finite element method
